i TP IS LSXTPO

Anma Gerilimi

Test Gerilimi

Galisma Sicakligi
Blkdlme Yari Capi
Halojensizlik Kontroll
Distk Duman Yaymi

Alev Geciktirme

Kullanildigi Yerler

Yapim ve Test Standardi

Rated Voltage

Test Voltage
Temperature Range
Bending Radius
Halogen free properties
Low smoke emission

Flame Retardancy

Application

Standards of Design & Tests

> & > ®
nIKa
300 V Bireysel Ekranli Haberlesme
ve Kontrol Kablolari
300 V Individually Screened
\ Telecommunication & Control Cables
1

Yapl Construction

1 lletken Conductor
Elektrolitik, tavh, bukult, ¢ciplak Electrolytic, stranded, annealed,
veya kalayli bakir tel bare or tinned copper wire

2 Izolasyon Insulation
LSX Low smoke, halogen free cross - linked

polyolefine (LSX)

3 Bireysel ekran Individual Screen
Aldminyum Polyester bant ve Aluminium Polyester tape
temas iletkeni with tinned copper drain wire

4 ic Kilif Inner Sheath
Halojensiz termoplastik Halogen-free thermoplastic filler
dolgu veya polyester bant or polyester tape

5 Dis Kilf Outer Sheath
Gri veya siyah renkli, halojensiz, ~ Grey or black colored, halogen-free,
duman yogunlugu dustk, alev low smoke, flame-retardant,
iletmeyen, poliolefin bazli polyolefine based thermoplastic
termoplastik bilesik compound (TPO)

Teknik Ozellikler

300V

1,5kV

-40°C / +90°C

6 x Dig Gap

IEC 60754-1&2
|EC 61034-1&2
IEC 60332-3 CATA

Gemilerde ve her tiirlii deniz araglarinda sinyal ve haberlesme uygulamalarinda kullanilan
diisiik duman yogunluklu, halojen icermeyen ve alev iletmeyen kablolardir.

|EEE 1580-2001 & IEEE 45-2002

Technical Features

300V

15kV

-40°C/ +90°C

6 x Outer Diameter
IEC 60754-1&2
|EC 61034-1&2
|EC 60332-3 CATA

Used in ships and sea vehicles for telecomunication and signal applications.
Halogen-free, flame retardant and low smoke density type cables.

|EEE 1580-2001 & IEEE 45-2002



300 V Bireysel Ekranli Haberlesme ve Kontrol Kablolari
300 V Individually Screened Telecommunication & Control Cables

TP IS LSXTPO |}

Type

Nominal Kesit
Nominal Cross-section

Net Agirlik (yaklasik)
Net Weight (approx.)

Kablo Dis Capi
(yaklasik)
Overall Diameter of
Cable (approx.)

20 °C iletken DA
Direnci
Conductor DC
Resistance at 20 °C

1S)20LSXTPO-1
IS)18LSXTPO-1
1S)16LSXTPO-1
1S)20LSXTPO-2
S)18LSXTPO-2
1S)16LSXTPO-2
1S)20LSXTPO-3
IS)18LSXTPO-3
IS)16LSXTPO-3
1S)20LSXTPO-4
1S)18LSXTPO-4
S)16LSXTPO-4
IS)20LSXTPO-5
1S)18LSXTPO-5
1S)16LSXTPO-5
1S)20LSXTPO-6
1S)18LSXTPO-6
IS)16LSXTPO-6
S)20LSXTPO-7
1S)18LSXTPO-7

TP(IS)16LSXTPO-7

TP(IS)20LSXTPO-8

TP(IS)18LSXTPO-8

TP(IS)16LSXTPO-8
TP(IS)20LSXTPO-10
TP(IS)18LSXTPO-10
TP(IS)16LSXTPO-10
TP(IS)20LSXTPO-12
TP(IS)18LSXTPO-12
TP(IS)16LSXTPO-12
TP(IS)20LSXTPO-14
TP(IS)18LSXTPO-14
TP(IS)16LSXTPO-14
TP(IS)20LSXTPO-16
TP(IS)18LSXTPO-16
TP(IS)16LSXTPO-16
TP(IS)20LSXTPO-24
TP(IS)18LSXTPO-24
TP(IS)16LSXTPO-24
TP(IS)20LSXTPO-27
TP(IS)18LSXTPO-27
TP(IS)16LSXTPO-27
TP(IS)20LSXTPO-37
TP(IS)18LSXTPO-37
TP(IS)16LSXTPO-37

TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(
TP(

AWG

1x2x20
1x2x18
1x2x16
2x2x20
2x2x18
2x2x16
3x2x20
3x2x18
3x2x16
4x2x20
4x2x18
4x2x16
5x2x20
5x2x18
5x2x16
6x2x20
6x2x18
6x2x16
7x2x20
7x2x18
7x2x16
8x2x20
8x2x18
8x2x16
10x2x20
10x2x18
10x2x16
12x2x20
12x2x18
12x2x16
14x2x20
14x2x18
14x2x16
16x2x20
16x2x18
16x2x16
24x2x20
24x2x18
24x2x16
27x2x20
27x2x18
27x2x16
37x2x20
37x2x18
37x2x16

kg/km

34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7
347
21.8
13.7
34.7
21.8
13.7
34.7
21.8
13.7

mm

Diger damar sayili kablolar ve kesitler istek tizerine Gretilebilir. / Other number of cores and cross sections on request.

ohm/km

741

7.91

8.42
11.42
12.32
14.02
12.14

13.1
14.87
14.09
15.18
16.27
15.34
16.55
17.76
16.68
18.03
19.37
16.68
18.03
19.37

19.4
21.02
23.64
20.25
21.95
24.65
21.85
24.72
26.58
24.01
25.99
27.97
25.26
27.36
29.47
30.16
32.76
35.36
31.76
34.53
37.29
35.51
38.65
41.79
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